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1. Previous informetion on the test stand for turbojet engines at the Strausberg Air
Depot on Hegermishlsnstrasse wes generally based on stetoments made by a former
interpreter and workmen who had been employed there. | the

' test stand was loeated in the workshop znd not south of it, as previously reported

25X1 l | ent stating thai workshop 19 and workshop 24
belonged to one building which wes sectioned off.” A narrow gauge rallroed track
. ponnesied engine shop No 14 and the workshop. The southern wall of this workshop had
25X1 a bole, 80 cm in diameter, with the upper edge at eye level, about 170 cm above ground.
‘ This aperture was covered with a flap. » gealed door right of the opening was leading
into the workshop. Oppesiie of the opening, on the other side of the street, an iron
seeifold was erected holding sn iron plats, 5 meters wide and 3.50 meters high,
leaning backward at an angle of 45 degreesgz

°

25X1

2, 4 fitter who had previcusly done prelitinary work on the construction of the test stand
stalted that the test stend was located 9 meters from the southern well and 1.5C meters
from the rsilroad track.? A fastening device was Tixed to the floor in line with the

25X1 test stand to hold the turbojet engine m the lorry. The main work on the construction
of the test stand wes done by Soviets, he house of the test stend, about 3 x 4 meters,
had previously windows in iron frames wiich were replaced by bull syes, probzbly

25X1 because they broke while an engine was junmin. A bracket for a 300-liter fuel tenk

. was erected in a separate windowless roum with a door near the sealed enirance door.
: A crane or pulley at the ceiling was to 1ift the fuel tank on the bracket, and a fuel

25X1 iine was leading to the test stand. Sourse who had worked on the erection of the

brasket was told that this wes & dark room.

1. |

: . ‘ 0
2a :[9,,@@,@,@& The hole in the southern wall of the work s probably an ocutlet for
the exhsust gases of the turbsjeh unit and the leaning irom plate wus probably to
deflect the jet blast.

'E»:Lﬁgmgggﬂ“ A distance of 9 meters between the test stend and the scuthern wall
would require a tube or an other guide for the exhaust gases. Since the reported
layout correasponds to the general layout of turbojet test stands, the information is
credible., g R : )

CLASSIFICATION  SECRET/CONTROL - U.S. OFFICIALS ONIY

Approved For Release 2006/11/07 : CIA-RDP80-00810A002300160008-0



Approved For Release 2006/11/07 : CIA-RDP80-00810A002300160008-0
SECRZT/COMTCT, = UsSs CFFIGLALS GULY 25X1
SECURITY ILFOIMATION

mest Stznd for Turbojet Pngines ab Strausberg Air Depot

o omE weow SR wmwwn ST - SRR VEE VR wd

oo L —

RS

. mes e mat | omn cwemm owan

sy

4
f
. o
i e N
| . !
P i .

cumms e e w05 G aecE eASCCRER

e mi e

kl ‘A.n«ﬁ J

SﬁﬁCl{E‘I‘/CONTROL w UeSe (' 1 245 ONLY

-

Approved FEFBsSasE 95081177 - CIA-RDPSO-OQB}‘(’)M)ZSO(;T %




